ELEME

FLOORING www.elemeflooring.com

ELEME FLOORING

INSTALLATION GUIDE

All Job site conditions are the Owner/Installers responsibility to meet the below Conditions
and all below information for a successful and proper installation.

QUALIFIED INSTALLERS REQUIREMENTS:

- Recommended to hire a professional that is certified/licensed in his/her respected installation
trades/schools for Resilient Installations per State regulations.

- Recommendations to DIY, Handyman services and or other Licensed or certified installation, or
trade related installers are required to abide by All ELEMEFLOORING INSTALLATION,
RECOMMENDATIONS, & WARRANTIES TO RETAIN A WARRANTY.

INSTALLATION PROCEDURES

LVT/LVP can be installed with full spread transitional pressure sensitive acrylic based adhesive.For a list of
approved adhesives, contact your Professional Flooring Solutions distributor. Follow manufacturers directions
as noted on their product data sheet.

1.Remove thresholds and baseboards before you measure the room to see how much flooring to purchase.
Your surface to cover will be the length times the width of the room plus the area of any nooks and closets. To
this total surface, you will need to add 10 percent for trimming.

2.Strip the existing flooring if necessary. Substrate should be clean and free of dust, oil,dirt, grease, paint, curing
agents, concrete sealers, loosely bonded toppings, loose particles, adhesive residue, and any other substance
or condition that may prevent or reduce adhesion.

3. Use a high quality cement based patching compound to fill in any cracks and holes in your subfloor. For a list
of approved patching compounds, contact your Professional Flooring Solutions distributor. Work the compound
into the hole with a putty knife or trowel and level it off. Once you have a smooth, even surface, Clean thoroughly.
The smoother the subfloor, the better vinyl planks/tiles will bond to it. It may be necessary to seal extremely
porous subfloors, or difficult to bond to surfaces, with appropriate primer.

4.Planks are to be installed parallel to the wall that is the main line of sight in the room (usually this is the wall
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opposite to the room's main entrance). Measure to determine the center of the room and adjust the center point
so that planks are evenly distributed on each side. Mark this straight center line on the floor using a chalk line or
fine felt pen. Planks of first and last rows may need to be cut to ensure even layout throughout the room.

5.Spread adhesive with the recommended notched trowel. Wait the appropriate time according to the
manufacturer's directions before commencing to lay flooring.

6.Starting on your center line, be very careful to line up the first plank perfectly straight since all the remaining
planks will key off the first.

7.Cut a vinyl plank in half to begin your second row. Use a vinyl plank cutter (recommended) or a utility knife and
square to cut the plank at a 90-degree angle to its length. Staggering the vinyl planks creates a more authentic
appearance; commence subsequent rows using the cut-off pieces from previous rows, alternating them
randomly. Pieces should be a minimum of 8 inches (20 cm) in length, as should the stagger from one row to the
next.

8.Use a 100 lbs floor roller to ensure all planks are firmly bonded. Locate any gaps between planks, if any, use a
putty knife to fill gaps with wood putty and wipe away any excess.

9.Should there be adhesive residues on the surface of the floor, use a clean white cloth dampened with water
while the adhesive is wet. Use acetone or mineral spirits to clean tools if adhesive is set.
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FINISHING THE INSTALLATION

1. Install transition moldings.

2. Pre-drill and install quarter round or baseboard molding.

3. After installation, the temperature in the areas or rooms that our LVP/LVT is installed must be maintained
between 65-85 °F (18.3-29.5 °C). Relative humidity must be maintained between 40% and 50%. As with all floor
coverings, protect the finished flooring from exposure to direct sunlight.

4. Close your curtains or blinds where extreme sunlight hits the floor. A combination of heat and sunlight can
cause most home furnishings to fade, discolor or cause thermal expansion. The same applies to your floor.

5. Use high quality barrier matting system at exterior entrances. This will reduce cleaning costs and extend the
life of the floor.

6. Use appropriate protection to cover the top of the flooring when moving heavy objects into position. Use
proper floor protectors under the legs of furniture. This protection should be designed for use with resilient
flooring.

7. Use soft casters or wheels designed for resilient flooring under movable tables and chairs. Caster and wheel
damage can be avoided by using chair mats designed for use with resilient flooring.



