
www.ELEME FLOORING.com

ELEME FLOORING

DAILY / REGULAR MAINTENANCE

1. Sweep, dust mop or vacuum the floor daily to remove dust, dirt, grit and debris that can damage the LVT/LVP and
become ground into the surface.

2. Spot mop as needed. Any spills should be cleaned up immediately.

3. Damp mopping of the LVT/LVP should be performed on a regular or daily basis depending upon traffic and soil levels in
the area. Use a properly diluted neutral detergent cleaning solution.

REPAIRS

Our LVP/LVT is tough and durable; however, if a plank or tile becomes damaged, it can be replaced.

The following procedure should be used:

1. Using a straight edge and a sharp utility knife, cut out and remove the center of the damaged item, leaving
approximately a 1 inch strip attached to the surrounding items on all sides.

2. Carefully cut back from the corners of the plank or tile to the inside edge.

3. Carefully remove the remaining edge pieces.

4. Remove any adhesive residue from the subfloor in the area being repaired. Use caution not to damage adjacent
material.

5. Spread new adhesive, with the appropriate notched trowel, in the area to be repaired. Wait the appropriate time
according to the manufacturer's directions before beginning to lay flooring.

6. Position the replacement flooring in the opened space and use a hand roller to ensure all the planks are firmly bonded
to the floor, and to assist in aligning the edges into position.

7. Weigh down the replaced flooring until it is fully bonded to the subfloor.
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